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The advanced simulation training program
must include the following:

1. The operator’s initial, transition, up-
grade, and recurrent simulator training pro-
grams and its procedures for re-establishing
recency of experience in the simulator.

2. How the training program will integrate
Level B, C, and D simulators with other sim-
ulators and training devices to maximize the
total training, checking, and certification
functions.

3. Documentation that each instructor and
check airman has served for at least 1 year
in that capacity in a certificate holder’s ap-
proved program or has served for at least 1
year as a pilot in command or second in com-
mand in an airplane of the group in which
that pilot is instructing or checking.

4. A procedure to ensure that each instruc-
tor and check airman actively participates
in either an approved regularly scheduled
line flying program as a flight crewmember
or an approved line observation program in
the same airplane type for which that person
is instructing or checking.

5. A procedure to ensure that each instruc-
tor and check airman is given a minimum of
4 hours of training each year to become fa-
miliar with the operator’s advanced simula-
tion training program, or changes to it, and
to emphasize their respective roles in the
program. Training for simulator instructors
and check airmen must include training
policies and procedures, instruction methods
and techniques, operation of simulator con-
trols (including environmental and trouble
panels), limitations of the simulator, and
minimum equipment required for each
course of training.

6. A special Line Oriented Flight Training
(LOFT) program to facilitate the transition
from the simulator to line flying. This LOFT
program must consist of at least a 4-hour
course of training for each flightcrew. It also
must contain at least two representative
flight segments of the operator’s route. One
of the flight segments must contain strictly
normal operating procedures from push back
at one airport to arrival at another. Another
flight segment must contain training in ap-
propriate abnormal and emergency flight op-
erations.

LEVEL B

Training and Checking Permitted

1. Recency of experience (§121.439).

2. Night takeoffs and landings (Part 121,
Appendix E).

3. Landings in a proficiency check without
the landing on the line requirements
(§121.441).
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LEVEL C

Training and Checking Permitted

1. For all pilots, transition training be-
tween airplanes in the same group, and for a
pilot in command the certification check re-
quired by §61.153 of this chapter.

2. Upgrade to pilot-in-command training
and the certification check when the pilot—

a. Has previously qualified as second in
command in the equipment to which the
pilot is upgrading;

b. Has at least 500 hours of actual flight
time while serving as second in command in
an airplane of the same group; and

c. Is currently serving as second in com-
mand in an airplane in this same group.

3. Initial pilot-in-command training and
the certification check when the pilot—

a. Is currently serving as second in com-
mand in an airplane of the same group;

b. Has a minimum of 2,500 flight hours as
second in command in an airplane of the
same group; and

c. Has served as second in command on at
least two airplanes of the same group.

4. For all second-in-command pilot appli-
cants who meet the aeronautical experience
requirements of §61.159 of this chapter in the
airplane, the initial and upgrade training
and checking required by this part, and the
certification check requirements of §61.1563 of
this chapter.

LEVEL D

Training and Checking Permitted

Except for the requirements listed in the
next sentence, all pilot flight training and
checking required by this part and the cer-
tification check requirements of §61.1563(g) of
this chapter. The line check required by
§121.440, the static airplane requirements of
appendix E of this part, and the operating
experience requirements of §121.434 must
still be performed in the airplane.

[Doc. No. FAA-2002-12461, 71 FR 63640, Oct.
30, 2006]

APPENDICES I-J TO PART 121
[RESERVED]

APPENDIX K TO PART 121—PERFORM-
ANCE REQUIREMENTS FOR CERTAIN
TURBOPROPELLER POWERED AIR-
PLANES

1. Applicability. This appendix specifies re-
quirements for the following turbopropeller
powered airplanes that must comply with
the Airplane Performance Operating Limita-
tions in §§121.189 through 121.197:

a. After December 20, 2010, each airplane
manufactured before March 20, 1997 and type
certificated in the:
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i. Normal category before July 1, 1970, and
meets special conditions issued by the Ad-
ministrator for airplanes intended for use in
operations under part 135 of this chapter.

ii. Normal category before July 19, 1970,
and meets the additional airworthiness
standards in SFAR No. 23 of 14 CFR part 23.

iii. Normal category, and complies with
the additional airworthiness standards in ap-
pendix A of part 135 of this chapter.

iv. Normal category, and complies with
section 1.(a) or 1.(b) of SFAR No. 41 of 14 CFR
part 21.

b. After March 20, 1997, each airplane:

i. Type certificated prior to March 29, 1995,
in the commuter category.

ii. Manufactured on or after March 20, 1997,
and that was type certificated in the normal
category, and complies with the require-
ments described in paragraphs l.a.i through
iii of this appendix.

2. Background. Sections 121.157 and
121.173(b) require that the airplanes operated
under this part and described in paragraph 1
of this appendix, comply with the Airplane
Performance Operating Limitations in
§§121.189 through 121.197. Airplanes described
in §121.157(f) and paragraph 1l.a of this appen-
dix must comply on and after December 20,
2010. Airplanes described in §121.157(e) and
paragraph 1.b of this appendix must comply
on and after March 20, 1997. (Airplanes type
certificated in the normal category, and in
accordance with SFAR No. 41 of 14 CFR part
21, as described in paragraph 1.a.iv of this ap-
pendix, may not be produced after October
17, 1991.)

3. References. Unless otherwise specified,
references in this appendix to sections of
part 23 of this chapter are to those sections
of 14 CFR part 23, as amended by Amend-
ment No. 23-45 (August 6, 1993, 58 FR 42156).

Performance

4. Interim Airplane Performance Operating
Limitations.

a. Until December 20, 2010, airplanes de-
scribed in paragraph 1.a of this appendix may
continue to comply with the requirements in
subpart I of part 135 and §135.181(a)(2) of this
chapter that apply to small, nontransport
category airplanes.

b. Until March 20, 1997, airplanes described
in paragraph 1.b.i of this appendix may con-
tinue to comply with the requirements in
subpart I of part 135 of this chapter that
apply to commuter category airplanes.

5. Final Airplane Performance Operating Lim-
itations.

a. Through an amended type certification
program or a supplemental type certification
program, each airplane described in para-
graph 1l.a and 1.b.ii of this appendix must be
shown to comply with the commuter cat-
egory performance requirements specified in
this appendix, which are included in part 23
of this chapter. Each new revision to a cur-
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rent airplane performance operating limita-
tion for an airplane that is or has been dem-
onstrated to comply, must also be approved
by the Administrator. An airplane approved
to the requirements of section 1.(b) of SFAR
No. 41 of 14 CFR part 21, as described in para-
graph l.a.iv of this appendix, and that has
been demonstrated to comply with the addi-
tional requirements of section 4.(c) of SFAR
No. 41 of 14 CFR part 21 and International
Civil Aviation Organization Annex 8 (avail-
able from the FAA, 800 Independence Avenue
SW., Washington, DC 20591), will be consid-
ered to be in compliance with the commuter
category performance requirements.

b. Each turbopropeller powered airplane
subject to this appendix must be dem-
onstrated to comply with the airplane per-
formance operating limitation requirements
of this chapter specified as follows:

i. Section 23.45 Performance General.

ii. Section 23.51 Takeoff.

iii. Section 23.53 Takeoff speeds.

iv. Section 23.55 Accelerate stop distance.

v. Section 23.57 Takeoff path.

vi. Section 23.59 Takeoff distance and take-
off run.

vii. Section 23.61 Takeoff flight path.

viii. Section 23.65 Climb: All engines oper-
ating.

ix. Section 23.67 Climb: one engine inoper-
ative.

X. Section 23.75 Landing.

xi. Section 23.77 Balked landing.

xii. Sections 23.1581 through 23.1589 Air-
plane flight manual and approved manual
material.

6. Operation. After compliance with the
final airplane performance operating limita-
tions requirements has been demonstrated
and added to the Airplane Flight Manual
performance data of the affected airplane,
that airplane must be operated in accordance
with the performance limitations of §§121.189
through 121.197.

[Doc. No. 28154, 60 FR 65936, Dec. 20, 1995, as
amended by Doc. No. OST-2002-13435]

APPENDIX L. TO PART 121—TYPE CER-
TIFICATION REGULATIONS MADE PRE-
VIOUSLY EFFECTIVE

Appendix L lists regulations in this part
that require compliance with standards con-
tained in superseded type certification regu-
lations that continue to apply to certain
transport category airplanes. The tables set
out citations to current CFR section, appli-
cable aircraft, superseded type certification
regulation and applicable time periods, and
the CFR edition and FEDERAL REGISTER doc-
uments where the regulation having prior ef-
fect is found. Copies of all superseded regula-
tions may be obtained at the Federal Avia-
tion Administration Law Library, Room 924,
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